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SET OF DRAWINGS AND LEAFLET SHOULD INCLUDE THE 
FOLLOWING: 

PLAN SHT. NUMBER TITLE 


PERSPECTIVE 

PUN, ELEVATION, PROFILE AND 
DETAIL 

WALLS. CROSS SECTION AND 
DETAIL 

LIME ROOM, CROSS SECTIONS 
AND DETAILS 

CROSS SECTIONS AND DETAIL 

DOORS, CROSS SECTIONS AND 
DETAILS 

ELECTRICITY, REFRIGERATION 

LIST OF MATERIALS 

INJECTION OF NITROGEN IN 
CONTROLLED ATMOSPHERE 
ROOMS 


ALL CONCRETE MUST SETTLE 100 mm WITH A WATER/CEMENT 
RATIO OF 0.45 AT 28 DAYS AND 6% AIR ENTRAINMENT; 
COMPRESSIVE STRENGTH OF 30 MPa IS REQUIRED FOR FLOORS 
AND 20 MPa FOR FOUNDATIONS- 

UNLESS OTHERWISE INDICATED, ALL FRAMING LUMBER IS S-P-F 
SPECIES GROUP. GRADE 2 OR BETTER. 

CHECK MUNICIPAL BYUWS AND ENVIRONMENTAL REGULATIONS 
PRIOR TO CONSTRUCTION. 

THIS DOCUMENT IS A STANDARD PUN FOR A FARM BUILDING 
AND MAY REQUIRE CHANGES TO SUIT SPECIAL CONDITIONS. 
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19800 


10800 


9000 


6200 


1. FLOOR PLAN 

2. ELEVATION 

3. PROFfLE 

4. SORTING AND PACKAGING ROOM 

5. CONTROLLED ATMOSPHERE (CA) STORAGE ROOM WITH A 
CAPACITY OF 54 BOXES PER FLOOR OVER 7 FLOORS, FOR A 
TOTAL OF 378 BOXES PER ROOM 

6. EXTRA STORAGE ROOM FOR A POSSIBLE ADDITION 

7. LIME ROOM 

8. LOCATION OF LIME ROOMS FOR AN ADDITION 

9. INTERIOR SLIDING DOOR WITH GUIDE RAIL 

10. AIRTIGHT STORAGE ROOM DOOR 

11. MAIN TRUSS 

12. STEEL ANGLE TO COVER ENDS OF CLADDING 

13. TOP PLATES 

14. AUTOMATIC OVERHEAD SECTIONAL DOOR 

15. VENTILATION (APPROXIMATELY .324 irr OR 600 x 1200 mm) 

IS. 38 x 184 mm SPLICE TO REINFORCE STUDS, PLACED IN 
TURN AT TOP AND BOTTOM OF EACH STUD 

17. ALLOW FOR POSSIBLE ADDITION BY INCLUDING FRAME OF 
STORAGE DOORS DURING CONSTRUCTION 

18. TOP OF LIME ROOM (FOR COMPRESSOR) 

19. EXTERIOR CLADDING: ENAMELLED STEEL, 0.34 mm (28 
GAUGE) MINIMUM 

20. WATER TRAP 


NOTE: 

UNLESS OTHERWISE INDICATED, ALL SIZES ARE GIVEN IN 
MILLIMETRES. 

THIS DOCUMENT IS A STANDARD PLAN FOR A FARM BUILDING 
AND MAY REQUIRE CHANGES TO SUIT SPECIAL CONDITIONS. 
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6 . 

7. 

a. 

a. 

10 . 


1 STORAGE WALL CROSS SECTION, FOUR WALLS URETHANE INSULATED 

2. PACKAGING RM. WALL CROSS SECTION, INSULATED WITH MINERAL WOOL 

3 OPTIONAL: HORIZONTAL EXTERIOR ENAMELLED STEEL CLADDING, 
SCREWED TO STUDS 

4. GALVANIZED STEEL HANGER 

5 STORAGE WALL COMPONENTS 

- EXTERIOR CLADDING: ENAMELLED STEEL. 0.34 mm (28 GAUGE) MIN. 

- STRAPPING, 36 x 64 mm AT 600 mm o c. HORIZONTALLY 

- SIUDS.38 x 184 mm AT BOO mm o.c. 

- STRAPPING, 38 x 64 mm AT 600 mm o.c. HORIZONTALLY 

- PLYWOOD, 11 mm THICK 

- URETHANE. 75 mm THICK 

- URETHANE SEALANT, CIRTECH “CIRPAN" OR EQUIVALENT 

- FIREPROOFING, ZONOLITE 3300 OR EQUIVALENT 

SPLICE. 38 x 194 x 2400 mm, TO REINFORCE STUDS, PLACED IN TURN AT 
TOP AND BOTTOM OF EACH STUD 

75 mm NAILS; 4 NAILS AT TOP AND 8 MAILS AT BOTTOM 

TOP PLATE, 38 x 184 mm 

TOP PLATE, 3 B X 235 mm 

STORAGE CEILING COMPONENTS 

- LOWER MEMBER OF TRUSSES 

- STRAPPING, 38 x 64 mm AT 600 mm o.c. 

- PLYWOOD, 11 mm THICK 

- URETHANE. 75 mm THICK 

- URETHANE SEALANT, CIRTECH 'CIRPAN" OR EQUIVALENT 

- FIREPROOFING. ZONOLITE 3300 OR EQUIVALENT 

11. ROOF COMPONENTS: 

- ENAMELLED STEEL SHEETING, 0.34 mm (28 GAUGE) MINIMUM 

- STRAPPING, 3a x 64 mm SPACED ACCORDING TO SHEET METAL 
MANUFACTURER’S SPECIFICATIONS (USUALLY 400 mm o.c ) 

- TRUSSES 

12. 2-13 X 64 mm STRAPS 

13. 300 mm ALUMINUM FASCIA 

14. 2 -33 x 140 mm EVAPORATOR SUPPORTS 

15. FLOOR COMPONENTS: 

- 125 mm CONCRETE FLOOR, 30 MPa, WITH WIRE MESH 152 x 152 
MW 18.7 X MW 16.7 

- 150 um POLYETHYLENE LOCATED AT HALF THE DEPTH OF SAND BED 

- 50 mm SAND RED 

- 125 mm CRUSHED STONE 

16. BOTTOM PLATE, 38 x 164 mm 

17. ANCHOR BOLT, 11 mm DIA. x 450 mm AT 1200 mm o.c. 

IB. POLYETHYLENE FOAM JOINT (DOW "ETHAFOAM" OR EQUIVALENT) 

19. 38 x 100 mm INSULATION, "SM" POLYSTYRENE (OR EQUIVALENT) 

20. "T SHAPED METAL FLASHING FOR RODENT PROTECTION 

21. 50 X 600 mm INSULATION. "SM” POLYSTYRENE (OR EQUIVALENT!, 

COVERED WITH 4 x 600 mm ASBESTOS BOARD OR PABG1NQ (DOW 
"INSUL'CRELE" OR EQUIVALENT) 

22. 15 m HORIZONTAL REINFORCING BARS 

23. 39 x 38 mm KEY IN CONCRETE 

24. 38 x 89 mm PRESSURE-TREATEOMEMBER NAILED TO CONCRETE SLAB 

25. VAPOUR BARRIER (NEOPRENE OR EQUIVALENT) 

26. RUBBER ASPHALT, BAKELITE 200-320R EQUIVALENT 

27. AT JUNCTION OF CONCRETE SLAB AND FOUNDATION, EXTEND 
POLYETHYLENE 100 mm ABOVE FOUNDATION WALL 

28. PACKAGING ROOM CEILING COMPONENTS: 

- MINERAL WOOL INSULATION. 200 mm, RSI 4.5 

- LOWER MEMBER OF TRUSSES 

- VAPOUR BARRIER 

- INT. CLADDING: ENAMELLED STEEL SHT.. 0.34 mm pa GAUGE) MINIMUM 

29. VENTED SOFFIT 

30. PACKAGING ROOM WALL COMPONENTS 

- EXTERIOR CLADDING: ENAMELLED STEEL SHEET, 0.34 mm (26 GAUGE) 
MINIMUM 

- STRAPPING. 36 X 64 mm AT 600 mm o.c. HORIZONTALLY 

- PEL " PAPER, PROPERLY SEALED 

- STUDS, 38 x 184 mm AT 600 mm o.c. 

- MIN ilRAL WOOL, ISO mm, RSI 3 5 

- VAPOUR BARRIER 

- INT. CLADDING: ENAMELLED STEEL SHT., 0.34 mm (23 GAUGE) MINIMUM 

31. FIBREBOARD SEAL WITH CAULKING (SILICONE OR EQUIVALENT) 

32. OPTIONAL SHALLOW FOOTING C/W 50 x 600 mm HORIZONTAL INSULATION 
( "SM” POLYSTYRENE OR EQUAL) ON COMPACTED SAND BACKFILL 

33. SIZE OF FOUNDATION WALL FOOTINGS TO BE DETERMINED ACCORDING 
TO LOAD-BEARINGCAPACITY OF SOIL (400 mm MINIMUM) 

34. DR AIN/,GE TILE, 100 mm DIAMETER 

35. BACKFILL 

36. BELCW FROST LINE 

37. IN WINTER PILE SNOW AT BASE OF STORAGE WALL TO PROTECT AGAINST 
DEEP GROUND FROST 

2 B. SAND OR GnAVEL 
NOTE 

EXPANDED AND EXTRUDED POLYSTYRENE 1NSULATI0N.TYPE 4, TO CGSB 51-GP- 
20M 

UNLESS OTHERWISE INDICATED, ALL SIZES ARE GIVEN IN MILLIMETRES 

THIS DOCUMENT IS A STANDARD PLAN FOR A FARM BUILDING AND MAY REOI HRE 

CHANGES TO SUIT SPECIAL CONDITIONS. 
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1. CROSS SECTION OF STORAGE DIVIDING WALL, INSULATED WITH 
URETHANE 

2. CROSS SECTION OF STORAGE DIVIDING WALL AND PACKAGING ROOM 

3. STORAGE CEILING COMPONENTS: 

-LOWER MEMBER OF TRUSSES 
-STRAPPING, 38 x 64 mm AT 600 mm o.c. 

-PLYWOOD, 11 mm THICK 
-URETHANE, 75 mm THICK 

-URETHANE SEALANT, CIRTECH "CIRPAN" OR EQUIVALENT 
-FIREPROOFING,25 mm, ZONOLITE 3300 OR EQUIVALENT 

4. TRUSS 

5. TOP PLATE, 38 X 184 mm 

6. TOP PLATE, 38 x 140 mm 

7. STORAGE DIVIDING WALL COMPONENTS: 

- FIREPROOFING: 25 mm, ZONOLITE 3300 OR EQUIVALENT 

- URETHANE SEALANT, CIRTECH "CIRPAN" OR EQUIVALENT 

- URETHANE, 38 mm THICK 

- PLYWOOD, 11 mm THICK 

- STRAPPING, 38 x 64 mm AT 600 mm o.c. 

- STUDS, 38 x 140 mm AT 600 mm o.c. 

- STRAPPING, 38 x 64 mm AT 600 mm o.c. 

- PLYWOOD, 11 mm THICK 

- URETHANE, 38 mm THICK 

- URETHANE SEALANT, CIRTECH "CIRPAN" OR EQUIVALENT 

- FIREPROOFING: 25 mm ZONOLITE, 3,300 OR EQUIVALENT 

8. SPLICE, 38 x 184 x 2400 mm REINFORCE STUDS, PLACED IN TURN AT TOP 
AND BOTTOM OF EACH STUD 

9. 75 mm NAILS; 4 NAILS AT TOP AND 8 NAILS AT BOTTOM 

10 MAIN TRUSS, 9 m SPAN, NUMBER AND HEIGHT OF MAIN TRUSSESTO BE 
CALCULATED BY TRUSS ROOF MANUFACTURER ACCORDING TO LATERAL 
SPAN AND LOCAL SNOW LOADS 

11. FLOOR COMPONENTS: 

- 125 mm CONCRETE FLOOR, 30 MPa, WITH WIRE MESH 152 X 152 
MW 18.7 x MW 18.7 

- 150 urn POLYETHYLENE LOCATED AT HALF THE DEPTH OF SAND BED 

- 50 mm SAND BED 

- 125 mm CRUSHED STONE, WELL COMPACTED 

12. BOTTOM PLATE, 38 x 140 mm 

13 ANCHOR BOLT, 11 mm DIA. x 450 mm AT 1200 mm o.c. 

14. POLYETHYLENE FOAM JOINT, (DOW "ETHAFOAM” OR EQUIVALENT) 

15. 15M HORIZONTAL STEEL REINFORCING BARS 

16 . KEY IN CONCRETE, 38 x 38 mm 

17. VAPOUR BARRIER (NEOPRENE OR EQUIVALENT) 

18. RUBBER ASPHALT, BAKELITE 200-320R EQUIVALENT 

19. AT JUNCTION OF CONCRETE SLAB AND FOUNDATION, EXTEND 
POLYETHYLENE 100 mm ABOVE FOUNDATION WALL 

20. 38 x 89 mm PRESSURE-TREATEDMEMBER, NAILED TO CONCRETE SLAB 

21. PACKAGING ROOM CEILING COMPONENTS: 

- MINERAL WOOL INSULATION, 200 mm RSI 4.5 

- LOWER MEMBER OF TRUSSES 

- VAPOUR BARRIER 

- INTERIOR CLADDING: ENAMELLED STEEL SHEET, 0.34 mm (28 GAUGE) 

MINIMUM ' 

22. STORAGE DIVIDING WALL AND PACKAGING ROOM WALL COMPONENTS 

- INTERIOR CLADDING: ENAMELLED SHEET STEEL, 0.34 mm (28 GAUGE) 

MINIMUM v ' 

- STRAPPING, 38 x 64 mm AT 600 mm o.c. HORIZONTALLY 

- STUDS, 38 x 140 mm AT 600 mm o.c. 

- STRAPPING, 38 x 64 mm AT 600 mm o.c. HORIZONTALLY 

- PLYWOOD, 11 mm THICK 

- URETHANE, 75 mm THICK 

- URETHANE SEALANT, CIRTECH "CIRPAN" OR EQUIVALENT 

- FIREPROOFING: 25 mm, ZONOLITE 3300 OR EQUIVALENT 

23. AIR SEAL IN CARDBOARD FIBRE WITH SILICONE CAULKING OR EQUIVALENT 

24. SIZE OF FOUNDATION WALL FOOTINGS TO BE DETERMINED ACCORDING 
TO LOAD-BEARINGCAPACITY OF SOIL (400 mm MINIMUM) 

NOTE: 

UNLESS OTHERWISE INDICATED, ALL SIZES ARE GIVEN IN MILLIMETRES. 

THIS DOCUMENT IS A STANDARD PLAN FOR A FARM BUILDING AND MAY REQUIRE 
CHANGES TO SUIT SPECIAL CONDITIONS. 
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ADDITIONAL NITROGEN OUTLET: "ABS" PIPE, 75 mm In 
DIAMETER WITH CLEANING ADAPTOR AND PLUG. A GATE 
VALVE MAY BE ADDED. 

"T CONNECTION WITH CLEANING ADAPTOR & PLUG, FOR 
“ABS” PIPE 75 mm IN DIAMETER 

GATE VALVE FOR CO, CONTROL 

WALL COMPONENTS: 

- URETHANE SEALANT, CIRTECH "CIRPAN" OR EQUIVALENT 

- URETHANE, 75 mm TfHICK 
-PLYWOOD, 11 mm THICK 

- STUDS, 38 x 89 mm, AT 600 mm o.c. 

- PLYWOOD, 11 mm THICK 

AIRTIGHT DOOR OF LIME ROOM 
DOOR FRAME, 38 x 89 mm 
PLYWOOD, 19 x 1200 x 2220 mm 
DOOR HANDLE 

"ABS’ PIPE, 75 mm IN DIAMETER 

CEILING COMPONENTS: 

- URETHANE SEALANT, CIRTECH "CIRPAN" OR EQUIVALENT 

- URETHANE, 75 mm ThlCK 

- PLYWOOD, 11 mm THICK 

- JOISTS, 38 x 184 mm, AT 400 mm o.c. 

- PLYWOOD, 19 mm THICK 

2 - 38 x 184 mm LINTELS 

38 X 184 mm HEADER, FASTENED TO STUDS; HANGERS FOR 
JOISTS 

RAILING, 38 x 184 mm, WITH 38 x 38 mm VERTICAL MEMBRES 
SPACED AT 150 mm o.c. 

LADDER BUILT WITH PIECES 38 x 89 mm 

STUDS, 38 x 89 mm 

DOOR FRAMING, 38 x 140 mm 

AIRTIGHT DOOR FASTENER: SCREWS, WASHERS, WING 
NUTS 

SILICONE JOINT OR EQUIVALENT 
URETHANE, 75 mm THICK 


NOTE: 

UNLESS OTHERWISE INDICATED. ALL SIZES ARE GIVEN IN 
MILLIMETRES 

THIS DOCUMENT IS A STANDARD PLAN FOR A FARM BUILDING 
AND MAY REQUIRE CHANGES TO SUIT SPECIAL CONDITIONS 
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1. OPENING, 600 x 1500 mm 


2. HEIGHT OF OPENING SIZED TO FIT CHOSEN COMPRESSOR 

3. SLIDING DOOR COMPONENTS: 

- 11 mm PLYWOOD GLUED TO EACH SIDE 

- SM STYROFOAM, 50 mm THICK 

4. "Z"-SHAPED METAL GUIDE RAIL 

5. DOOR HANDLE 

6. RAILING IN 38 x 184 mm WITH VERTICAL MEMBERS 
38 x 38 mm SPACED AT 150 mm o.c. 

7. HEADER, 38 x 184 

8. JOIST HANGER 

9. FLOOR COMPONENTS (ADDITION) 

- FIREPROOFING: ZONOLITE 3300 OR EQUIVALENT 

- URETHANE SEALANT. CIRTECH "CIRPAN" OR EQUIVALENT 

- URETHANE, 75 mm TfHICK 

- PLYWOOD, 11 mm THICK 

- JOISTS 38 x 184 mm. AT 400 mm o.c. 

- PLYWOOD, 19 mm tMiCK, SCREW FASTENED 

10. NAILING STRIPS 38 x 140 mm 

11. METAL FLASHING 

12. METAL DRIP 

13. EXHAUST HOOD COMPONENTS : 

- ENAMELLED STEEL SHEET, 0.34 mm (28 GAUGE) MINIMUM 

- STRAPPING, 38 x 64mm AT 600 mm o.c. 

- FRAME, 38 X 64 

14. ALUMINIUM FASCIA 

15. STRAPPING, 38 x 140 mm 

16. WIRE MESH, 12.5 x 12.5 mm 

17. WATER TRAP SYSTEM 

18. ABS PIPE, 100 mm IN DIAMETER 

19. ADAPTER, 100 TO 150 mm IN DIAMETER 

20. PLUG 

21. WATER 

22. EXPANSION BAG 

23. CONNECTION BETWEEN EXPANSION GAB AND STORAGE 
ROOM 


NOTE: 

UNLESS OTHERWISE INDICATED, ALL SIZES ARE GIVEN IN 
MILLIMETRES. 

THIS DOCUMENT IS A STANDARD PLAN FOR A FARM BUILDING 
AND MAY FIEQUIRE CHANGES TO SUIT SPECIAL CONDITIONS. 
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FRAME 38 X 286 mm 

DOOR STOP AND WEATHER STRIPPING 

LINTEL: STEEL BEAM W200 x 21 x 3750 mm LONG (8" x 5 1/4” 
AT 17 LB/FT) BOLTED TO TOP AND BOTTOM PLATES 

MINERAL WOOL INSIDE BEAM 

STRAPPING, 38 x 64 mm 

STUDS, 38 x 184 mm AT 600 mm o.c., BEARING ON BOTTOM 
PLATES 

MINERAL WOOL, 200 mm, RSI 4.5 
FELT PAPER 
VAPOUR BARRIER 

ENAMELLED STEEL SHEET, 0.34 mm (28 GAUGE) MINIMUM 

AUTOMATIC OVERHEAD SECTIONAL DOOR. 3600 x 4200 mm 

FRAME OF STORAGE AIRTIGHT DOOR, 38 x 89 mm 

“NORTEXMTYPE PLYWOOD (TWO SIDES FIBREGLASS), 

19 x 1800 X 2300 mm 

PLACEMENT OF EYE SCREWS, 50 mm x 3 mm DIA. 
REMOVABLE WINDOW TO STORAGE ROOM, 750 x 750 mm 
DOOR HANDLE 

WINDOW FASTENERS: SCREWS. WASHERS AND WING NUTS 
SILICONE JOINT OR EQUIVALENT 

SLIDING DOOR COMPONENTS: 

- 11 mm PLYWOOD, ON EACH SIDE 

- DOOR FRAME, 38 x 89 mm 

- URETHANE, 75 mm THICK 

COUNTERWEIGHT 

ROLLER 75 mm DIAMETER, FASTENED TO 6.35 x 64 x 100 mm 
STEEL PLATE, BOLTED TO FLOOR; MAINTAINS AIR SEAL OF 
SLIDING DOOR WHEN CLOSED 

BEVE ..LED WOOD WEDGE 

LAG BOLT, 6 mm IN DIAMETER x 75 mm 

FILLER PIECE, 38 x 184 mm 

FILLER PIECE, 19 x 140 mm 

SUPPORT 38 x 140 

HANGER: 365 KG CAPACITY 

WEATHERSTRIPPING, TWO CLOTH-COVERED RUBBER 
TUBES, 17 mm IN DIAMETER 

2 - 38 x 140 mm LINTELS 

FRAMING, 38 x 235 mm 

GALVANIZED TURNBUCKLE WITH EYE SCREWS 
38 x 140 mm STUDS, SPACED AT 600 mm o.c. 


NOTE: 

UNLESS OTHERWISE INDICATED, ALL SIZES ARE GIVEN IN 
MILLIMETRES 

THIS DOCUMENT IS A STANDARD PLAN FOR A FARM BUILDING 
AND MAY REQUIRE CHANGES TO SUIT SPECIAL CONDITIONS 
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ELECTRICAL PLAN 


SCALE: 

































LIST OF CONTROLLED ATMOSPHERE STORAGE MATERIALS 


MATERIALS 


FRAMING 

TOP AND BOTTOM PLATES 
TOP PLATES 

TOP AND BOTTOM PLATES 
TOP PLATES 
STUDS (INTERIOR WALL) 
SPLICE AND PART OF STUD 
STUDS (EXTERIOR WALL) 
SPLICE AND PART OF STUD 
NAILING STRIPS 
LINTEL: STEEL BEAM 


ROOFING 

TRUSSES 
MAIN TRUSSES 

NAILING STRIPS 
STRAPPING 


NUMBER 

OF PIECES 

SIZE 

12 

38 X 140 X 4800 mm 

10 

38 x 184 x 4800 mm 

50 

38 x 184 x 4800 mm 

15 

38 x 235 x 4800 mm 

52 

38 x 140 x 4800 mm 

52 

38 X 140 X 3600 mm 

136 

38 x 184 x 4800 mm 

136 

38 x 184 x 3600 mm 

604 

38 x 64 x 3600 mm 

1 

W200 x 21 x 3750 mm 

34 

16800 mm at 600 mm o.c. 


TO MANUFACTURER’S 
CALCULATIONS 
261 
44 


9000 mm SPAN 

38 x 64 x 3600 mm 
19 x 64 X 3600 mm 


MATERIALS 


RUBBER ASPHALT 
FIBREBOARD 


CONCRETE 

GROUND SLABS 

FOUNDATION 

FLOOR 


LIME ROOMS 

TOP AND BOTTOM PLATES 

STUDS 

JOISTS 

LINTELS 

PLYWOOD 

PLYWOOD 

LADDER 

RAILING 

VERTICAL MEMBERS 


NUMBER 
OF PIECES 


(CU. METRES) 
(SHEETS) 


(CU. METRE) 
(CU. METRE) 
(CU. METRE) 


(SHEETS) 

(SHEETS) 



BAKELITE 200-32 
11 x 1200 X 2700 mm 


20 MPa 
20 MPa 
30 MPa 


38 x 89 x 2400 mm 
38 x 89 x 2400 mm 
38 x 184 x 2400 mm 
38 x 184 x 3000 mm 
11 x 1200 x 2400 mm 
19 x 1200 x 2400 mm 
38 x 89 x 3000 mm 
38 x 140 x 2400 mm 
38 x 38 X 3000 mm 


FINISHING 

PLYWOOD 
STOP, WALL BASE 


SHEET STEEL 

ENAMELLED ROOFING 
EXT. WALLS, GABLES, ENAMELLED 
INT. WALLS, CEILING, ENAMELLED 
RIDGE CAP 

ROOF FLASHING, GALVANIZED 
WALL BASE FLASHING, GALVANIZED 
DOOR FLASHINGS, GALVANIZED 
HANGERS, TRUSSES, GALVANIZED 
JOIST HANGERS, GALVANIZED 
FASCIA 

VENTED SOFFIT 

CORNER ANGLES, ENAMELLED 


(SHEETS) 

(TREATED) 


(SO. METRES) 

(SQ. METRES) 

(SQ. METRES) 

(METRE) 

(METRES) 

(METRES) 

(METRES) 

(UNITS) 

(UNITS) 

(METRES) 

(METRES) 

(METRES) 


INSULATION AND OTHER MATERIALS 

URETHANE; WALLS, CEILING (SQ. METRES) 

URETHANE; DIVIDING WALL (SQ. METRES) 

ZONOLITE 3300 (SQ. METRES) 

CIRPAN SEALANT (SQ. METRES) 

RIGID BLUE INSULATION (SHEETS) 

RIGID BLUE INSULATION (SHEETS) 

VAPOUR BARRIER (SQ. METRES) 

POLYETHYLENE (SQ. METRES) 

FELT PAPER (SQ. METRES) 

MINERAL WOOL (SQ. METRES) 

ASBESTOS (SHEET) 

OR PARGING (SQ. METRES) 

NEOPRENE VAPOUR BARRIER (METRES) 

PERIMETER DRAIN (METRES) 

ANCHOR BOLTS (UNITS) 

POLYETHYLENE FOAM JOINT (METRES) 

WIRE MESH (SQ. METRES) 

REINFORCING BARS (KG) 


11 x 1200 x 2400 mm 
38 x 89 x 3600 mm 


0.34 mm (28 gauge) MINIMUM 
0.34 mm (28 gauge) MINIMUM 
0.34 mm (28 gauge) MINIMUM 

200 mm WIDE 
300 mm WIDE 
450 mm WIDE 


300 mm WIDE 
300 mm WIDE 


75 mm THICK 
38 mm THICK 
25 mm THICK 

50 x 600 x 2400 mm 
38 x 600 x 2400 mm 
50 mm POLYETHYLENE 
150 urn 
#15 

RSI 4.5; 200 mm 
4 x 1200 x 2400 mm 

300 mm WIDE 

100 mm DIAMETER 

11 mm DIAMETER x 450 mm 

6 mm THICK x 140 m 

152X 152 MW 18.7 x MW 18.7 

15M 


DOORS 

AUTOMATIC, OVERHEAD SECTIONAL DOOR 
EXTERIOR DOOR WITH FRAME 
SLIDING DOOR (COMPRESSOR) 

- DOORS (LIME ROOMS! 


FRAME 

FRAMING 

PLYWOOD 

- AIRTIGHT DOORS (ROOMS) 
FRAMING 

"NORTEX” PLYWOOD 
WINDOW (REMOVABLE) 

• GUIDE RAIL DOORS 

FRAME 

FRAMING 

PLYWOOD 


(SHEET) 


(SHEET) 


(SHEET) 


3600 x 4200 mm 
900 x 2100 mm 



38 x 89 x 2400 mm 
38 x 89 X 2400 mm 
19 x 1200 x 2400 mm 


38 x 140 x 2,400 mm 
19 x 1800 x 2300 mm 
750 x 750 mm 


38 x 235 x 2400 mm 
38 x 89 x 2400 mm 
11 x 1200 x 2400 mm 


THIS LIST DOES NOT INCLUDE ELECTRICITY, PLUMBING, HEATING, REFRIGERATION AND DOOR HARDWARE. 
ALLOW 10% EXTRA MATERIAL TO COVER CONTINGENCIES AND LOSSES. 

THIS DOCUMENT IS A STANDARD PL4N FOR A FARM BUILDING AND MAY REQUIRE CHANGES TO SUIT SPECIAL 
CONDITIONS. 


□ 


REVISION 


Gouvernement du Quebec 
Ministere de I’Agriculture 
des Pecheries et de ['Alimentation 
Service du Genie 


PROJET 


**—O quick 

GIMM Ijsr 

PLAN SERVICE 
DWG. No. Q-611 6 


CONTROLLED ATMOSPHERE STORAGE 


LIST OF MATERIALS 


CONCU 

G.BELZILE 

DESSiNE 

CARTIER 

J STRUCTURE 

| V ERIE IE 

I,COUTURE 



1989-09-12 


N ° du d«fatl._X 

provtnonf d#_Y 

Montr* »ur 2 


DESS1N N 0 


60321 


























